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BOXCAR PRESS PHOTOPOLYMER PLATES DATA SHEET: KF95 
 
Material:  AV Waterwash Series Photopolymer, Polyester Base 
Model Type:  KF95 
Applications:  Rotary Letterpress. 
Features: High Resolution, non-cracking, long press life 
 
Available Sizes:  A-2 (16.5” x 23.375”)  20 sheets per case 
        A-3 (11.75” x 16.5”)  
       A-4 (8.25” x 11.75”) 
 
Specifications:  Overall Thickness:     .037” 
  Face Relief:      .027” PVA/Acrylic Photopolymer 
 Substrate:      .010” polyester base 
  Durometer:      67 Shore D Hardness 
  Surface Texture:      Matte 
 
Processing: Main Exposure:   1:30 – 3:00 Minutes @ 720 mj/cm  
      (350 nm)   

Shoulder Angle:      25-30° 
  Resolution (inch/inch):   150 @ 3% 
  Minimum Isolated Dot (um): 200 
  Maximum Isolated Dot (um): 40 
  21 Step Exposure Scale:  17-18 
  Washout:   4:00 – 5:00 Minutes 
  Bath Temperature:  < 23°C/ 72°F 
  Dry:    10:00 - 40:00 Minutes in convection dryer 
  Oven Temperature:  80°C/ 176°F 
  Post Exposure:   5:00 Minutes 
 
Effluent Data:  .0025 Square Meter of 94FL Plate in ONE LITER of Water. 
       

PH 6.0 
      COD 1941 
      BOD 44 Biochemical Demand 
 
  Unit    MG/LITER 
  F- Fluoride   Less than 0.1 
  Hg- Mercury   Less than 0.0005 
  Co- Cobalt   Less than 0.01 
  Pb- Lead   Less than 0.05 
  Cu- Copper   0.07 
  Zn- Zinc   0.04 
  Mn- Manganese   Less than 0.01 
 

You may wish to filter waste water before discharging into sewer. Use a sub micro mesh filter. Dry 
filtered waste and dispose. Consult local authorities for regulations in your area. 
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Material Safety Data Sheet
12  ECOLOGICAL INFORMATION
    Mobility

13  DISPOSAL CONSIDERATIONS
    Waste from Residues Ｄispose of in accordance with all applicable local and

national lows/regulations.
    Contaminated Packaging Dispose of as well as the waste material.

14  TRANSPORT INFORMATION
    International Regulations

UN Classification Number Not applicable
Specific Precautionary When loading the package, pay attention not to fall it down nor drop it.
 Transport Measures and because of its heavy weight.
 Conditions Keep it dry and handle with care.

15  REGULATORY INFORMATION
Follow all the laws and regulations in your country.

16  OTHER INFORMATION
   Notice The information in this MSDS, to the best of our knowledge, is accurate and correct. 

However, TOYOBO makes no warranty and assumes no liability whatsoever in 
connection with any use of this information. The MSDS is subject to revision as new 
information becomes available.

Unexposed plate and washed-out solution of exposed plate are soluble in water,and are 
possible to diffuse in watercourse. 


